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§ 75.1103–7 Electrical components; per-
missibility requirements.

The electrical components of each
automatic fire sensor and warning de-
vice system shall:

(a) Remain functional when the
power circuits are deenergized as re-
quired by § 75.706; and

(b) Be provided with protection
against ignition of methane or coal
dust when the electrical power is deen-
ergized as required by § 75.313, but these
components shall be permissible or in-
trinsically safe if installed in a return
airway.

[37 FR 16546, Aug. 16, 1972, as amended at 57
FR 20929, May 15, 1992]

§ 75.1103–8 Automatic fire sensor and
warning device systems; inspection
and test requirements.

(a) Automatic fire sensor and warn-
ing device systems shall be inspected
weekly, and a functional test of the
complete system shall be made at least
once annually. Inspection and mainte-
nance of such systems shall be by a
qualified person.

(b) A record of the annual functional
test conducted in accordance with
paragraph (a) of this section shall be
maintained by the operator. A record
card of the weekly inspection shall be
kept at each belt drive.

[37 FR 16546, Aug. 16, 1972]

§ 75.1103–9 Minimum requirements;
fire suppression materials and loca-
tion; maintenance of entries and
crosscuts; access doors; communica-
tions; fire crews; high-expansion
foam devices.

(a) The following materials shall be
stored within 300 feet of each belt drive
or at a location where the material can
be moved to the belt drive within 5
minutes, except that when the ven-
tilating current in the belt haulageway
travels in the direction of the normal
movement of coal on the belt, the ma-
terials shall be stored within 300 feet of
the belt tailpiece or at a location
where the materials can be moved to
the belt tailpiece within 5 minutes.

(1) 500 feet of fire hose, except that if
the belt flight is less than 500 feet in
length the fire hose may be equal to
the length of the belt flight. A high ex-
pansion foam device may be sub-

stituted for 300 feet of the 500 feet of
the fire hose. Where used, such foam
generators shall produce foam suffi-
cient to fill 100 feet of the belt
haulageway in not more than 5 min-
utes. Sufficient power cable and water
hose shall be provided so that the foam
generator can be installed at any cross-
cut along the belt by which the gener-
ator is located. A 1-hour supply of foam
producing chemicals and tools and
hardware required for its operation
shall be stored at the foam generator.

(2) Tools to open a stopping between
the belt entry and the adjacent intake
entry; and

(3) 240 pounds of bagged rock dust.
(b) The entry containing the main

waterline and the crosscuts containing
water outlets between such entry and
the belt haulageway (if the main wa-
terline is in an adjacent entry) shall be
maintained accessible and in safe con-
dition for travel and firefighting ac-
tivities. Each stopping in such cross-
cuts or adjacent crosscuts shall have
an access door.

(c) Suitable communication lines ex-
tending to the surface shall be provided
in the belt haulageway or adjacent
entry.

(d) The fire suppression system re-
quired at the belt drive shall include
the belt discharge head.

(e) A crew consisting of at least five
members for each working shift shall
be trained in firefighting operations.
Fire drills shall be held at intervals not
exceeding 6 months.

[37 FR 16546, Aug. 16, 1972]

§ 75.1103–10 Fire suppression systems;
additional requirements.

Where the average air velocity along
the belt haulage entry exceeds 100 feet
per minute, or the belt is not fire re-
sistant, or both, the fire suppression
system in the belt haulageway shall
conform with the following additional
sensor and cache requirements:

(a) The maximum distance between
sensors along the belt haulageway
shall be 40 percent of those distances
specified or established in accordance
with § 75.1103–4(a) (1) or (2), as applica-
ble, and shall be installed and put in
operation within the period of time
specified in § 75.1103–4(a)(3).
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